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OPLESS CRANE

- Reduced overall height with the hook height maintained

- Easy and convenient transportation, installation, dismantling
- Smooth and precise operation by Inverter Control

- Slip-Ring with Long Life Cycle

- Electronic Moment Limiter and Indicator

- Steel plate covered Counter Weight

- Sand blasted and coated surface with top quality
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THE BEST QUALTTY COATING




- All Models adopt European SEW for Luffing Motor

- Easy and convenient transportation, installation, dismantling
- Smooth and precise operation by Inverter Control

- Unlimited slewing from Slip-Ring

- Electronic Moment Limiter and Indicator

- Auto-balancing Counter Weight

- Sand blasted and coated surface with top quality
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ZENO Tower Cranes

Capacity 6 TON 6 TON 8 TON 8 TON 10 TON 10 TON 10 TON 12 TON 12 TON 16 TON 16 TON
Max. Working Radius 50m 50m 55m 55m 60m 60m 65m 70m 70m 75m 75m
Tip Load at Max. Working Radius 1.3t 1.3t 1.7t 1.7t 1.6t 1.6t 1.8t 3.3t 3.3t 2.4t 2.4t
25m 3.0t 3.0t
30m 3.1t 31t 4.2t 4.2t 5.1t 5.1t 6.3t
35m 2.7t 2.7t 3.6t 3.6t 4.3t 4.3t
40m 2.2t 2.2t 3.0t 3.0t 3.5t 3.5t 4.5t 7.6t 7.6t 7.8t 7.8t
45m 1.7t 1.7t 2.6t 2.6t 3.0t 3.0t 3.9t 6.6t 6.6t 6.8t 6.8t
Jib Composition & Tip Load 50m 1.3t 1.3t 21t 21t 25t 25t 3.3t 5.8t 5.8t 5.8t 5.8t
55m 1.7t 1.7t 2.0t 2.0t 2.7t 5.0t 5.0t 5.0t 5.0t
60m 1.6t 1.6t 2.2t 4.3t 4.3t 4.3t 4.3t
65m 1.8t 3.7t 3.7t 3.7t 3.7t
70m 3.3t 3.3t 31t 3.1t
75m 2.4t 2.4t
Free Standing Height 35.5m 45.5m 45.5m 60.5m 45.5m 60.5m 60.5m 59.0m 51.5m 59.0m 51.5m
Hoisting Drum Capacity 410m 410m 450m 450m 450m 450m 450m 500m 500m 500m 500m
Overhang Height 20.9m 34.5m 36.5m 48.5m 33.5m 48.5m 48.5m 51.8m 35.0m 51.8m 35.0m

Product

Z14015-5 ZL5012-8 | ZL5020-10 | ZL5522-12 | Z1L6037-16 | ZL6037-32 | DCA20-8 DCA30-10 | DCB30-16 | DCB42-18

LUFFING CRANE

DERRICK CRANE

Capacity 5 TON 8 TON 10 TON 12 TON 16 TON 32 TON 8 TON 10 TON 16 TON 18 TON
Max. Working Radius 40m 50m 50m 55m 60m 60m 24m 24m 30m 30m
Tip Load at Max. Working Radius 1.5t 1.2t 2.0t 2.2t 3.7t 3.7t 2.0t 3.0t 2.9t 6.1t
25m 3.2t
30m 2.5t 4.3t 5.0t 7.8t 11.3t 245t
35m 2.0t 3.8t 4.4t 6.0t
Jib Composition & Tip Load 40m 1.5t 2.7t 3.3t 4.9t 8.0t 17.8t
45m 1.7t 2.6t 3.0t
50m 1.2t 2.0t 2.9t 5.8t 13.2t
55m 2.2t
60m 3.7t 9.1t
Free Standing Height 30.1m 37.5m 37.5m 42.0m 42.0m 42.0m
Hoisting Drum Capacity 400m 450m 450m 600m 600m 600m 600m 600m 700m 800m
Overhang Height 18.0m 30.6m 31.6m 28.6m 32.8m 32.8m

www.zeno-global.com
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